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How to Load Custom Tune s on vour SCT Device

Here is a Step by Step Process for loading Custom Tunes onto your tuner. Locate the section titles in blue below for

your corresponding device  and instructions.

FOR THE FORD X3/SF3 3000/3015, TSX, Livewire, GM SF3 3415 and X3 3400:

Install the Updater Software, if already installed skip to the section titted oLoading the Custom Tunes ¢€ 6, if not follow Step 1

| Step 1: Install Device Update Software
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| Goto http://sctflash.com/tsupdates.php or from our
| homepage click on the tab labeled Tech Support.

HOME  PRODUCTS ~WHAT WE DO FIND A DEALER

DEVICE UPDATES & DOWNLOADS

To find the latest updates for your device, select your SCT device below:

Scroll to find you r SCT device and selectit by clicking on the product
image , you may use the scroll arrows to navigate through the options.

Part Number: 3015

Part Number: 9600

FORD PROGRAMMERS. GENERAL MOTORS PROGRAMMERS DODGE / CHRYSLER

On some devices you may be required to enter the serial number that
appears on the back of your SCT device to be able to continue.

SF3 Power Flash Ford Programmer

We Need More Information:
Enter the serial number of your SCT device:

DO 1 FIND MY
SERIAL NUMBER

FOR HELP

Locate the section labeled Device Update Software

should indicate Version 2.6

DOWNLOAD NOW <.

Click on the image to download the software. You will

have to install the software once downloaded.

Step 2: Installing Device Drivers

——

SCT SF3 Power Flash Ford Programmer Device Update Software
Version: 2.6 Release Date: 03-01-2010

Description: The Device Update Software is used to update your devices Firmware, Tune Revision
or to load Custom Tunes (LL3 / CEF files) onto your device.

Notes: Updates & Changes:

- Resolves issue with Windows 7 x64 Computers
- Added support for additional 2010 vehicles

Plug in your SCT Device to your PC via USB . A Found New Hardware Wizard will pop up.

| IMPORTANTIf you did not receive a found new hardware wizard, see the HOW TO MANUALLY

click here: How To Manually Install Drivers .

It may ask if you'd like for it to search the internet for the drivers,
proceed.

if it does: Click 0 N O,

Not a tifitdddes mot, t i
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INSTALL DRIVERS section or
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http://sctflash.com/tsupdates.php
http://www.sctflash.com/support/index.php?_m=knowledgebase&_a=viewarticle&kbarticleid=26&nav=0

Leave thecirclein ol nst al | softwar e aut o@iektNext.aWindows WilRmow dwegim® sedrehdoy 6
the drivers automatically

Note: You may receive ascreenthatsa ys oO0The software you ar e iols$€UBSB Driverinagnofpassed
Windows é . .Ctick on Continue Anyway

You willthencometoa o0 Compl et i ng t he Har dwacreen, Oligkdrinishe Ne&ti, unalug thed Device and plug
it back in while holding down the firmware button.

| Note: For the X3/SF3the Firmware button is the Cancel Button. For the Livewire , the Firmware button is the Jog Wheel. The
Screen or Shift light will flash, once it stops you can let go of the b utton. You do not need to do this on a TSX Device.

| This is Firm Ware Mode, you will know you are in firmware mode by the screen being blank and blue or on the Livewire the
shift light will light up.

You should now receive another Found New Hardware wi zard. Repeat the process listed above

| Loading the Custom tunes onto the X3 /SF3, TSX, Livewire, GM SF3/X3

Go to your Email, and save the tune files that were sentto y ou. Save the files to your Desktop .

1
1 Now that the driv ers are installed, open the SCT Device Updater Software . There will be a new Icon on your desktop.
(Yellow, Orange and Black.)

Once opened, click on the button labeled: "Load Custom Tune File ", this will open the window for loading custom
tunes onto your device.

SC’T Device Updater 2.4

Basic Operations Connect SCT Device before selecting any option...

Load Custom Tune File
Update Firmware
Transfer File to Device

Advanced Operations

Display Device Setting and Serial Number

Get Stock File from Device

SCT Performance LLC
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Click on the browse button, browse to the location that you saved the tune files to.

3SCT Device Updater 2.4

Basic Operations 1. Press "Browse™ button to indicate tune file name and location.

Load Custom Tune File ]

Update Firmware
2. Choose a File Position to write to, and enter a Description.
Transfer File to Device
- @ Fie1 [Tow

€ Fie2 [Sueet

Advanced Operations € Fie3 [Kueme Stieat
3. Press ‘Program” to update the X3/SF3, LiveWire or TSX Program
CEF Id:
<Back

Exit

Click on the custom tune you wish to load onto the device (must be a I3 or .cef) and press Open

This will bring you back to the tune loader window , select the file position, and type a name for the tune file
Once the file position is selected and the Tune Name is populated, press the Program button at the button, this will
add the tune file to your tuner.

—

(20X bion.

Lookin: [ 55 Custom Tunes [ * [ |

Basic OpefOpen

Type: CEF File
Date Modified: 2/8/2010 4:13 PM
Size: 896 KB

Program

My Computer

<Back |

My Netork TS [Performance 33 0ct 2 Open
Places

Files of type: SCT Custom Tune Files [*.cef.* I3) ~ Cancel
-

Exit

If  you r ecei veWrang 8eeiad Nuaigeg aborting ¢ this means the serial number within the tune file does

not match the serial number within the device. You will need to contact your SCT dealer that created the tune for
you and have them correct the serial number within the custom tune.

For more than one tune file, repeat this process
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LiveLoad ¥2.2.12.1 <]

To add or update a Tuning File:

Installing the Software, if already installed skip to the next step 1 B Dt e e e G e B A B

Selected File
ﬂ Make SUKe the deVICe Is not plugged Ik 2. Choose a File Position to write to, and enter a Description.
I  Go to your Email, and save the tune files that were sent to you. For the S B e sinion(S S hars) T
location, select the desktop. @ File 1 ‘
Go to our Tech Support page, click on Device Updates and Downloads. For —
drop down 1, pick the X2 Ford - P/N 9400, For Drop down 2, select Device o —
Upd ate software , hit Search . Click on " Click Here to Download " next to the top
Program Listed: Live Load 3. Then run and install the Live Load Program. 3. Press the "Add File" button.

Add File

| Loading the Custom tunes onto the X2 HCaI2)v1 14y SearsiUnlacked Progion, Read Biccessful

FOR THE FORD X2 94Q0

To Erase all Tuning Files from the Device: To Create a Serial Number:
9 Now that the Live Load 3 software is Inst alled, let's open it up. To find it, Press |
Start / Then All Programs / Then look for the SCT Category / You should see Ercgiblies e B e
LiveLoad in the list. % Note: The Stock Pragram will not ***
Once Opened, Click on the " BROWSE button, then browse to the location |**% be affectad by Erasing Files ***
that you saved the tune files to. ( Should be the desktop ) To Erase the Device (reformat): To Unlock the Davice:
Click on the first file, and press open
This will bring you back to the Live Load Window, Select the file position, and M tnlock Device
type a Name for the tune file #%% Note: The Device will be completaly This is only necessary if
Once the file position is selected and the Tune Name is populated, press the ' S
Add File button, this will add the tune file to your tuner.
For More than one tune file, repeat this process

Only ifitis blank.

No recovery is possible.

FOR THE DCX X2 9550

Installing the Software, if already installed skip to the next step

To add or update a Tuning File:

9  Make sure the device is not plugged in.
i Go to your Email, and save the tune files that were sent to you. For the _
location, select the desktop. Selectadlfile
Browse
Go to our Tech Support page, click on Device Updates and Downloads.
For drop down 1, pick the  DCX Xcalibrator 2 - P/N 9550, For Drop down 2,
select Device Update software , hit Search . Click on " Click Here to Eile Peosition Dascription (1'5ichars) uten
Downl oad " next to the top Program Listed: DCX Live Load Program. Then € File 1

run and install the Live Load Program.

—

Loading the Custom tunes onto the DCX2 e neEaE
Add File
9  Now that the DCX Live Load software is Installed, let's open it up. To find it,

Press Start / Then All Programs / Th en look for the SCT Category / You ezt SRl e P pE R SR
should see DCX Live Load in the list.
Once Opened, Click on the " BROWSE button, then browse to the location
that you saved the tune files to. (Should be the desktop)
Click on the first file, and press open
This will bring you back to the Live Load Window, Select the file position, and type a Name for the tune file
Once the file position is selected and the Tune Name is populated, press the Add File button at the button, this will add the tune
file to your tuner.
0 For More th an one tune file, repeat this process

1. Click Browse, select a Customer Export (*.cef) or LL3DCX File (*.113),

2. Choose a File Position to write to, and enter a Description,
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